EE/DC/TD/2011-Bldg                                                                                                               Dated : 23.11.2011

             NOTICE INVITING TENDER

Sealed tenders are invited on behalf of the National Institute of Fashion Technology, from Registered Contractors of CPWD, MES & who have worked with PSU’sGovt/Pvt.MNC’s reputed agencies, who have carried out similar works on item rate basis as per the requirements and details as given below. The detailed bill of quantities enclosed herewith. 

The tenders shall be super scribed with “Fabrication and fixing of temporary shed including painting & repair work in surface design lab (basement) for F&T Deptt. ” at NIFT Campus, Hauz Khas, New Delhi to be submitted in the tender box at 1st floor, H-Block, Delhi Centre by 3.00 P.M. on 08.12.2011 to be opened on the same day at 3.30 P.M. The earnest money and cost of tender in form of D.D. should be in favour of NIFT, New Delhi.

The site can be inspected 9:00 A.M. to 5:30 P.M. during working hours on any working days. No extra shall be payable for non awareness of the site conditions and constraints.

NIFT reserves the right to accept or reject any tender in part or whole without assigning any reason thereof. 
CONDITIONS 

1. The rates shall include cost of labours & material for the works complete in all respects.

2. The quoted rates shall include all taxes, duties, VAT etc. as applicable  and no extra shall be payable on this account.

3. Rates shall be valid for three months from the date of work award.

4. Water and Electricity will provide free of cost at one point for bonafide use.

5. The agency must enclose copy of the PAN Card and PAN No. of the company/Proprietor and work experience certificate for having executed the similar works. Tender of any agency without above shall be rejected outrightly.

6. Work shall be completed within 45 days after issue the work order.

7. The security deposit @ 5% shall be deducted from the bills of the contractor, which shall be released after six months of the completion of the work. The EMD deposited by the contractor shall also be adjusted against the security deposit.
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8. Works shall be carried out as per CPWD specifications.

9. The payment shall be made on the submission of bill, as per actual measurements of works and after successful completion of work.

10. Agency is advised to see the site before quoting the rates, in working days (Monday to Friday – 9.00 AM to 5.30 PM).

LAST DATE OF SUBMISSION       :     08.12.2011 (upto 3:00 PM)
DATE OF OPENING                         :     08.12.2011 (after 3:30 PM)

EMD



       :     Rs.7,200/-


TENDER COST


       :     Rs.500/- (non refundable)

	National Institute of Fashion Technology

	NIFT Campus, Hauz Khas, New Delhi

	
	
	
	
	
	

	BOQ for fabrication & fixing of temporary shed including painting & repair work in surface design lab ( basement) for F&T Deptt. at NIFT Campus, Hauz Khas, New Delhi

	
	
	
	
	
	

	
	
	
	
	
	

	S. No. 
	Item
	Qty.
	Unit
	Rate
	Amount

	1
	Dismantling roofing including ridges, hips valleys and gutters etc., and stacking the material within 50 meters lead of:
	 
	 
	 
	 

	1.1
	Polycarbonate sheet
	108.2
	Sqm.
	 
	 

	2
	Dismantling steel work manually/by mechanical means in built up sections without dismembering and stacking within 50 meters lead as per direction of Engineer-in-charge.
	976
	Kg
	 
	 

	3
	Demolishing cement concrete manually/by mechanical means including disposal of material within 50 metres lead as per direction of Engineer-in-charge.
	 
	 
	 
	 

	3.1
	1:3:6 or richer mix
	1.5
	Cum
	 
	 

	4
	Earth work in excavation by mechanical means (Hydraulic excavator)/manual means in foundation trenches or drains (not exceeding 1.5 m in width or 10 sqm on plan) including dressing of sides and ramming of bottoms, lift up to 1.5 m, including getting out the excavated soil and disposal of surplus excavated soil as directed, within a lead of 50 m.
	 
	 
	 
	 

	4.1
	All kinds of soil
	0.5
	cum
	 
	 

	5
	Brick work with F.P.S. bricks of class designation 75 in superstructure above plinth level up to floor V level in all shapes and sizes in:
	 
	 
	 
	 

	5.1
	Cement mortar 1:6 (1 cement : 6 coarse sand)
	3
	Cum
	 
	 

	6
	Providing and laying in position cement concrete of specified grade excluding the cost of centering and shuttering-All work up to plinth level:
	 
	 
	 
	 

	6.1
	1:2:4 (1 cement:2 coarse sand:4 graded stone aggregate 20 mm nominal size)
	1
	Cum
	 
	 

	7
	Steel work in built up tubular trusses including cutting, hoisting fixing in position and applying a priming coat of approved steel primer, welded and bolted including special shaped washers etc. complete.
	 
	 
	 
	 

	7.1
	Hot finished welded type tubes.
	984
	Kg
	 
	 

	8
	15 mm cement plaster on the rough side of single or half brick wall of mix:
	 
	 
	 
	 

	8.1
	1:6 (1 cement: 4 fine sand)
	35
	Sqm.
	 
	 

	9
	Distempering with oil bound washable distemper of approved brand and manufacture to give an even shade
	 
	 
	 
	 

	9.1
	New work (two or more coats) over and including priming coat with cement primer
	350
	Sqm.
	 
	 

	10
	Painting with synthetic enamel paint of approved brand and manufacture to give an even shade:
	 
	 
	 
	 

	10.1
	Two or more coats on new work
	200
	Sqm.
	 
	 

	11
	Providing and applying plaster of paris putty of 2 mm thickness over plastered surface to prepare the surface even and smooth complete
	250
	Sqm.
	 
	 

	12
	Removing dry or oil bound distemper, water proofing cement paint and the like by scrapping, sand papering and preparing the surface smooth including necessary repairs to scratches etc. complete.
	175
	Sqm.
	 
	 

	13
	French spirit polishing:
	 
	 
	 
	 

	13.1
	One or more coats on old work
	60
	Sqm.
	 
	 

	14
	Providing corrugated G.S. sheet roofing including vertical / curved surface fixed with polimer coated J or L hukes , bolts and nuts 8mm dia. With bitumen and G.I. limpet washer or with GI limet washers filled with white lead and including a coat of approved steel primer and two coats of approved paint on overlapping of sheets complete ( up to any pitch in horizontal / vertical or overlapping of sheets excluding the cost of purlins, rafters and trusses and including cutting to size and shape wherever required.
	 
	 
	 
	 

	14.1
	0.80mm thick with zinc coating not less than 275gm/m2
	115
	Sqm
	 
	 

	15
	Plastering with using water proofing compound and neat cement coating over the plaster   treatment for existing RCC  structure including providing and fixing 3inch PVC pipe for drain out the surface water behind the shed 
	L.S.
	1 Job
	 
	 

	16
	Providing and fixing 15mm thick USG-Radar Mineral Fibre False Ceiling Tiles , ( Make -  Armstrong or  equivalent ) of size 600x600mm in true horizental level suspended on inter locking metal grid of hot dipped galvanized steel sections ( galvanized @170 gsm/sqm) consisting of main "T" runner suitably spaced at joints to get required lenght and of size 24x38mm made from 0.30mm thick (minimum) sheet spaced at 1200mm center to center and cross "T" of size 24X25mm made of 0.30mm thick (minimum) sheet, 1200mm long spaced between main "T" at 600mm center to center to form a grid of 1200X600mm and secondary cross "T" of length 600mm and size 24X25mm made of 0.30 mm thick (minimum) sheet to be interlocked at middle of the 1200X600mm panel to form grids of 600X600 mm 
	100
	Sqm
	 
	 

	
	and laying 15mm thick mineral fibre false  ceiling tiles of approved texture  in the grid including, whenever , required , cutting/making , smoke detectors etc. Main "T" runners to be suspended from ceiling using GI slotted cleats fixed to ceiling with 6 mm dia and 50 mm long dash fasteners, 4mm GI adjustable rods with galvanised level clips spaced at 1200m center to center along main T, bottom exposed width of 24mm of all T-section shall be pre-painted with polyester paint, all complete at all heights as per specifications drawings and as directed by Engineer-in-Charge.
	
	
	
	

	 
	Grand Total
	 
	 
	 
	 

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	Signature & Stamp of the contactor


