EE/DC/W.P./09-Bldg.                                                                                                             Dated : 23.11.2011
NOTICE INVITING TENDER

Sealed tenders are invited on behalf of the National Institute of Fashion Technology, from Registered Contractors of CPWD, MES & who have worked with PSU’sGovt/Pvt.MNC’s reputed agencies, who have carried out similar works on item rate basis as per the requirements and details as given below. The detailed bill of quantities enclosed herewith. 

The tenders shall be super scribed with “Dismantling old water proofing treatment and  providing laying integral cement based water proofing treatment at D-Block terrace” at NIFT Campus, Hauz Khas, New Delhi to be submitted in the tender box at 1st floor, H-Block, Delhi Centre by 3.00 P.M. on 08.12.2011 to be opened on the same day at 3.30 P.M. The earnest money and cost of tender in form of D.D. should be in favour of NIFT, New Delhi.

The site can be inspected 9:00 A.M. to 5:30 P.M. during working hours on any working days. No extra shall be payable for non awareness of the site conditions and constraints.

NIFT reserves the right to accept or reject any tender in part or whole without assigning any reason thereof. 
CONDITIONS 

1. The rates shall include cost of labours & material for the works complete in all respects.

2. The quoted rates shall include all taxes, duties, VAT etc. as applicable  and no extra shall be payable on this account.

3. Rates shall be valid for three months from the date of work award.

4. Water and Electricity will provide free of cost at one point for bonafide use.

5. The selected contractor/agency shall have to furnish 10 year guarantee against leakage / defect in the prescribed performa .

6. The agency must enclose copy of the PAN Card and PAN No. of the company/Proprietor and work experience certificate for having executed the similar works. Tender of any agency without above shall be rejected outrightly.

7. Work shall be completed within 45 days after issue the work order.

8. The security deposit @ 5% shall be deducted from the bills of the contractor, which shall be released after six months of the completion of the work. The EMD deposited by the contractor shall also be adjusted against the security deposit.
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9. Works shall be carried out as per CPWD specifications.

10. The payment shall be made on the submission of bill, as per actual measurements of works and after successful completion of work.

11. Agency is advised to see the site before quoting the rates, in working days (Monday to Friday – 9.00 AM to 5.30 PM).

LAST DATE OF SUBMISSION       :     08.12.2011 (upto 3:00 PM)
DATE OF OPENING                         :     08.12.2011 (after 3:30 PM)

EMD



       :    Rs. 6,000/-

TENDER COST

 
       :
Rs.500/- (non refundable)
	BOQ for dismantling old water proofing treatment and providing laying integral cement based water proofing treatment at D- Block terrace, NIFT Campus, Hauz Khas, New Delhi

	
	
	
	
	
	

	
	
	
	
	
	

	S.No.
	Item
	Qty.
	Unit
	Rate (Rs. Per unit)
	Amount (Rs.)

	1
	Demolishing cement concrete  ( existing terracing) manually / by mechenical means including disposal of unserviceable material outside the campus
	 
	 
	 
	 

	1.1
	1:3:6 or richer mix
	60
	Cum
	 
	 

	2
	Providing and laying integral cement based water proofing treatment including preparation of surface as required for treatment of roofs, balconies, terraces etc. consisting of following operations:a) Applying a slurry coat of neat cement using 2.75 kg/sqm. of cement admixed with water proofing compound conforming to IS:2645 and approved by Engineer-in-charge over the RCC slab including adjoining walls upto 300mm height including cleaning the surface before treatment.  (b) Laying brick bats with mortar using broken bricks/brick bats 25mm to 115mm size with 50% of cement mortar 1:5 (1 cement :5 coarse sand) admixed withwater proofing compound confirming to IS:2645 and approved by Engineer-in-charge over 20mm thick layer of cement mortar of mix 1:5 (1 cement : 5 coarse sand) admixd with water proofing compound confirming to IS 2645 and approved by Engineer-in-charge to required slope and treating similarly the adjoining walls upto 300 mm height including rounding of junctions of walls and slabs c) After two days of proper curing applying a second coat of cement slurry using 2.75Kg/sqm. of cement 
	 
	 
	 
	 

	
	
	
	
	
	

	 
	admixed with water proofing compound confirming to IS:2645 and approved by Engineeer-in-charge.  d) Finishing the surface with 20mm thick jointless cement mortar of mix 1:4 (1 cement : 4 coarse sand) admixed with water proofing compound confirming to IS 2645 and approve by Engineer-in-charge including laying glass fibre cloth of approved quality in top layer of plaster and finally finishing the surface with trowel with neat cement slurry and making pattern of 300x300 mm square 3 mm deep. e) The whole terrace so finished shall be flooded with water for a minimum period of two weeks for curing and final test.  All above operations to be done in order and as directed and specified by the Enginner-in-charge. 
	
	
	
	

	2.1
	With average thickness of 120mm and minimum thickness at khurra as 65 mm.
	300
	Sqm.
	 
	 

	3
	Making khurras 45 X 45 cm with everage mininimum thickness of 5 cm cement concrete 1:2:4 ( 1 Cement : 2coarse sand : 4 graded stone aggregate of 20mm nominal size) over PVC sheet 1m X 1m X 400 micron finished with 12mm cement plaster rounding the edge sand making and finishing the outlet complete
	4
	Nos
	 
	 

	4
	15mm cement plaster on rough side of single or half brick wall of mix  
	 
	 
	 
	 

	4.1
	1 : 6 ( 1 cement : 6 corse sand) 
	60
	Sqm.
	 
	 

	 
	Total
	 
	 
	 
	 

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	(Signature of contractor with rubber stamp and name of agency)


