NIFT/Facelift of HO/Bldg                                                                                    27th July, 2009

SHORT TERM NOTICE INVITING QUOTATION

Sealed quotations are invited on behalf of the National Institute of Fashion Technology, from Registered Contractors of CPWD, MES & who have worked with PSU’sGovt/Pvt.MNC’s reputed agencies, who have carried out similar works on item rate basis as per the requirements and details as given below.  The detailed bill of quantities enclosed herewith .Quotation format can be down loaded from NIFT website ‘www.nift.ac.in’.
The tenders shall be super scribed with “Quotation for Misc repairing work in the campus ” at NIFT Campus (Head Office) Hauz Khas, New Delhi to be submitted in the tender box at 2nd floor, B- block, NIFT Campus, Hauz Khas, New Delhi by 3 P.M on 31/7/09 to be opened on the same day at 3.30 P.M. The quotation shall be accompanied with Earnest Money of  Rs7,900/- in the form of demand draft/pay order payable in favour of NIFT, New Delhi.

The site can be inspected and time during working hours on any working days.  No extra shall be payable for non awareness of the site conditions and constraints. 

NIFT reserves the right to accept or reject any tender in part or whole without assigning any reason thereof.

CONDITIONS 

1. The rates shall include cost of labours & material for the works complete in all respects.

2. The quoted rates shall include all taxes, duties, VAT etc. as applicable  and no extra shall be payable on this account.

3. Rates shall be valid for one year from the date of work award.

4. Water and Electricity will provide free of cost at one point for bonafide use.

5. The agency must enclose copy of the PAN Card and PAN No. of the company/proprietor. Tender of any agency without above shall be rejected out rightly.

6. Agency must submit the bills within 15days of completion of work.

7. Penalty of Rs1,000/- per day of delay or part thereof shall be levied subjected to maximum of 10% of contract value, if the delay is attribute to the contractor.

8. Department reserve the right to terminate the tender , if the progress is not found satisfactory or scope of work reduced due to any reason. No compensation shall be paid in this  account.

EARNEST MONEY                            

Rs7,900/-


LAST DATE OF SUBMISSION        

31.7.2009 

DATE OF OPENING                          

31.7.2009

TIME ALLOWED TO COMPLETE WORK
30 DAYS                                      PE(Bldg)


all be paid in this the right to terminate the tender , if the progress is not found satisfactory or scope of work reduced due               

                                                                               































	Schedule of quantity for Repair / maintenance at NIFT, Hauz Khas, New Delhi 

	SH : Misc. repairing work in the campus

	
	
	
	
	
	

	S.NO
	Item Description
	Qty
	Unit
	Rate
	Amount

	1
	Kota stone slab flooring over 20mm (average) thick base laid over and jointed with grey cement slurry mixed with pigment to match the shade of the slab including rubbing  and polishing complete with base of 1:4 (1cement : 4 coarse sand) :
	 
	 
	 
	 

	1.1
	25mm thick
	65
	Sqm
	 
	 

	2
	Kota stone slabs 25mm thick in risers of steps, skirting,dado and pillars laid on 12mm (average) thick cement mortar 1:3(1cement : 3 coarse sand) and jointed with grey cement slurry mixed with pigment to match the shade of the slabs, including rubbing and polishing complete.
	10
	Sqm
	 
	 

	3
	40mm thick rough chisel dressed stone flooring over 20mm (average) thick base with joints finished flush of 1:5 (1cement:5  coarse sand) 
	 
	 
	 
	 

	3.1
	Red sand stone
	60
	Sqm
	 
	 

	4
	40mm thick dressed  stone flooring over 20mm(average) thick base with joints finished flush of 1:5 (1cement : 5coarsesand)
	 
	 
	 
	 

	4.1
	Red sand stone
	60
	Sqm
	 
	 

	5
	Extra for nosing in steps and treads of kota stone slab
	25
	Mtr
	 
	 

	6
	P/F first quality ceramic glazed tiles confirming to IS : 13753 of minimum thickness 5mm of approved make like NITCO,ORIENT,SOMANY KAJARIA or equilant make in all colours , shades except begundy, bottle green, black of any size as approved by Engineer -in -charge in skirting , risers of steps and dados over 12mm thick bed of cement mortar 1:3 (1 cement : 3coarse sand ) and jointing with grey cement slurry @ 3.3kg per Sqm including pointing in white cement mixed with pigment of matching shade complete 
	20
	Sqm
	 
	 

	7
	Providing and laying rough stone block /suitable approved tile of sufficient strength / abrasion to use over speed breakers / ramps in different sizes (thickness to be specified by the manufacturer ) with approved  colour and shades, laid on 20mm thick cement mortar 1:4 (1cement : 4coarse sand) including grouting the joints with white cemtn and matching pigment etc complete  
	 
	 
	 
	 

	7.1
	Size of tile / stone block as per manufacturer specification approved by Engineer-in-charge
	65
	Sqm
	 
	 

	8
	Earth work in surface excavation not exceeding 30 cm in depth but exceeding 1.5 m in width as well as 10 sqm on plan including disposal of excavated earth upto 50m and lift upto 1.5 m , disposed soil to be levelled and neatly dressed. 
	2
	100Sqm
	 
	 

	9
	Providing and laying in position cement concrete of specified grade excluding the cost of centring and shuttering - All work upto plinth level.
	 
	 
	 
	 

	9.1
	1:5:10 (1 cement : 5 coarse sand : 10 graded stone aggregate 40 mm nominal size)
	4
	Cum
	 
	 

	10
	Providing and laying cement concrete in retaining walls, return walls, walls (any thickness) including attached pilasters, columns, piers, abutments, pillars, posts, struts, buttresses, string or lacing courses, parapets, coping, bed blocks, anchor blocks, plain window sills, fillets etc. upto floor five level, including the cost of centring, shuttering and finishing.
	 
	 
	 
	 

	10.1
	1:2:4 (1 cement : 2 coarse sand : 4 graded stone aggregate 40 mm nominal size)
	2
	Cum
	 
	 

	11
	Providing and laying cement concrete in kerbs, steps and the like at or near ground level including the cost of centring, shuttering and finishing.
	 
	 
	 
	 

	11.1
	1:2:4 (1 cement : 2 coarse sand : 4 graded stone aggregate 20 mm nominal size)
	2
	Cum
	 
	 

	12
	Brick work with F.P.S. bricks of class designation 75 in foundation and plinth in.
	 
	 
	 
	 

	12.1
	Cement mortar 1:6 (1 cement : 6 coarse sand)
	3
	Cum
	 
	 

	13
	Extra for brick work in superstructure above plinth level upto floor V level.
	2
	Cum
	 
	 

	14
	Half brick masonary with bricks of class designation 75 in foundations and plinth in :
	 
	 
	 
	 

	14.1
	Cement mortar 1:4 (1 cement : 4 coarse sand)
	6
	Sqm
	 
	 

	15
	Extra for half brick masonary in supersrtucture above plinth level upto floor V level
	5
	Sqm
	 
	 

	16
	P/F 1mm thick M.S.sheet door with frame of 40x40x6mm angle iron and 3mm M.S.gusset plates at the junctions and corners, all necessary  fittings complete, including applying a priming coat of approved steel primer.
	 
	 
	 
	 

	16.1
	Using M.S.angels 40x40x6mm for diagonal braces 
	6
	Sqm
	 
	 

	17
	12mm cement plaster of mix :
	 
	 
	 
	 

	17.1
	1:6 (1cement :6coarse sand)
	20
	Sqm
	 
	 

	18
	15mm cement plaster on rough side of single or half brick wall of mix :
	 
	 
	 
	 

	18.1
	1:6 (1cement :6coarse sand)
	15
	Sqm
	 
	 

	19
	Distempering with oil bound washable distemper of approved brand and manufacture to give an even shade 
	 
	 
	 
	 

	19.1
	Old work ( two or more coat) 
	350
	Sqm
	 
	 

	20
	White washing with lime to given an even shade
	 
	 
	 
	 

	20.1
	Old work ( one or more coat) 
	50
	Sqm
	 
	 

	21
	Finishing walls with water proofing cement paint " Snowcem - Plus" of M/s Snowcem India Ltd , or equivalent of required shade:
	 
	 
	 
	 

	21.1
	Old work (one or more coats applied @ 2.20 kg/10sqm) 
	150
	Sqm
	 
	 

	22
	Painting with synthetic enamel paint of approved brand and manufacture of required colour to give an even shade:
	 
	 
	 
	 

	22.1
	Two or more coats on old work
	100
	Sqm
	 
	 

	23
	Repairs to plaster of thickness 12mm to 20mm in patches of area 2.5sq. Metres and under including cutting the patch in proper shape and preparing and plastering the surface of the walls complete including disposal of rubbish to the dumping ground within 50metres lead : 
	 
	 
	 
	 

	23.1
	With cement mortar 1:4 (1cement : 4 fine sand)
	15
	Sqm
	 
	 

	24
	Renewing glass panes, with putty and nails wherever necessary
	 
	 
	 
	 

	24.1
	Glass panes weighting 10kg/sqm
	10
	Sqm
	 
	 

	25
	Demolishing cement concrete including disposal of material withing 50metres lead:
	 
	 
	 
	 

	25.1
	1:4:8 or leaner mix
	5
	Cum
	 
	 

	26
	Dismantling steel work in built up sections with dismantling  and stacking within 15mtr lead
	200
	Kg
	 
	 

	27
	Dismantling tile work in floors and roof laid in cement mortar including stacking material within 50mtrs lead
	 
	 
	 
	 

	27.1
	For thickness of tile 10mm to 25mm 
	50
	Sqm
	 
	 

	28
	Dismantling stone slab flooring laid in cement mortar including stacking of serviceable material and disposal of unservicable material with in 50mtrs lead
	45
	Sqm
	 
	 

	29
	Making plinth protection 50 m thick of cement concrete 1:3:6 (1cement : 3coarse sand : 6 graded stone  agregrated 20mm nominal size)  over 75mm bed of dry brick ballast 40mm nominal size well rammed and consolidated and grouted with fine sand including finishing the top smooth  
	20
	Sqm
	 
	 

	30
	Cement concrete 1:2:4 (1cement : 2coarse sand:4graded stone agregate 40mm nominal size ) in pavements , laid to required slope and chamber in panels as required including consolidation finishing and tamping complete 
	6
	Cum
	 
	 

	31
	P/F G.I. pipes complete with G.I. fittings and clamps, including cutting and making good the walls etc. (internal work)
	 
	 
	 
	 

	31.1
	Exposed on wall
	 
	 
	 
	 

	31.1.1
	15mm dia nominal bore
	15
	Mtr
	 
	 

	32
	P/F GI pipe complete with GI fittings including trenching and refilling etc. (external work)
	 
	 
	 
	 

	32.1
	15mm dia. Nominal bore
	15
	Mtr
	 
	 

	33
	Making connection of GI distribution branch with G.I. main of following sizes by providing and fixing tee, including cutting and threading the pipe etc. complete
	 
	 
	 
	 

	33.1
	25 to 40 mm nominal bore
	3
	Each
	 
	 

	34
	Constructing masonary Chamber 30x30x50cm, inside with 75class designation brick work in cement mortar 1:5 (1cement : 5fine sand) for stop cock, with C.I. surface box 100x75mm (inside) with hinged cover fixed in cement concrete slab 1:2:4 mix (1cement:2coarse sand : 4graded stone aggregate 20mm nominal size) necessary excavation foundation concrete 1:5:10 ( 1cement:5coarse sand : 10 graded stone aggregate 40mm nominal size )  and inside plastering with cement mortar 1:3 (1 cement : 3coarse sand) 12mm thick finished with a floating coat of neat cement complete as per standard design
	 
	 
	 
	 

	34.1
	With F.P.S. bricks
	3
	Each
	 
	 

	35
	Constructing masonary Chamber 60x60x75cm, inside with 75class designation brick work in cement mortar 1:5 (1cement : 5fine sand) for sluice valve, with C.I. surface box 100mm . top diameter 160mm bottom diameter and 180mm deep (inside) with chained lid and RCC top slab  1:2:4 mix (1cement:2coarse sand : 4graded stone aggregate 20mm nominal size) necessary excavation foundation concrete 1:5:10 ( 1cement:5coarse sand : 10 graded stone aggregate 40mm nominal size )  and inside plastering with cement mortar 1:3 (1 cement : 3coarse sand) 12mm thick finished with a floating coat of neat cement complete as per standard design
	2
	Each
	 
	 

	36
	Removal of malwa /building rubbish from the campus including collection/ loading/unloading and disposed to specified location complete
	50
	cum
	 
	 

	 
	TOTAL 
	 
	 
	 
	 

	
	
	
	
	
	


