NIFT/Facelift of HO/Bldg                                                                                          27th July, 2009

SHORT TERM NOTICE INVITING QUOTATION

Sealed quotations are invited on behalf of the National Institute of Fashion Technology, from Registered Contractors of CPWD, MES & who have worked with PSU’sGovt/Pvt.MNC’s reputed agencies, who have carried out similar works on item rate basis as per the requirements and details as given below.  The detailed bill of quantities enclosed herewith .Quotation format can be down loaded from NIFT website ‘www.nift.ac.in’.
The tenders shall be super scribed with “Quotation for work of renovation of ladies and gents toilets at B-Block 2nd floor – Civil Work ” at NIFT Campus (Head Office) Hauz Khas, New Delhi to be submitted in the tender box at 2nd floor, B- block, NIFT Campus, Hauz Khas, New Delhi by 3 P.M on 31/7/09 to be opened on the same day at 3.30 P.M. The quotation shall be accompanied with Earnest Money of  Rs12,700/- in the form of demand draft/pay order payable in favour of NIFT, New Delhi.

The site can be inspected and time during working hours on any working days.  No extra shall be payable for non awareness of the site conditions and constraints. 

NIFT reserves the right to accept or reject any tender in part or whole without assigning any reason thereof.

CONDITIONS 

1. The rates shall include cost of labours & material for the works complete in all respects.

2. The quoted rates shall include all taxes, duties, VAT etc. as applicable  and no extra shall be payable on this account.

3. Rates shall be valid for one year from the date of work award.

4. Water and Electricity will provide free of cost at one point for bonafide use.

5. The agency must enclose copy of the PAN Card and PAN No. of the company/proprietor. Tender of any agency without above shall be rejected out rightly.

6. Agency must submit the bills within 15days of completion of work.

7. Penalty of Rs1500/- per day of delay or part thereof shall be levied subjected to maximum of 10% of contract value, if the delay is attributing to the contractor.

8. Department reserve the right to terminate the tender, if the progress is not found satisfactory or scope of work reduced due to any reason. No compensation shall be paid in this account.

EARNEST MONEY                            

Rs12,700/-


LAST DATE OF SUBMISSION        

31.7.2009 

DATE OF OPENING                          

31.7.2009

TIME ALLOWE TO COMPLETE WORK
20 DAYS                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                             

all be paid in this the right to terminate the tender , if the progress is not found satisfactory or scope of work reduced due               

                                                                               






























PE(Bldg)
	Schedule of quantity for work of  Renovation of ladies and gents toilets at B-Block 2nd floor at NIFT Campus Hauz Khas New Delhi 

	
	
	
	
	
	

	S.No
	Item description
	Qty
	Unit
	Rate
	Amount

	1
	Providing and laying in position specified grade of reinforced cement concrete excluding the cost of centring, shuttering ,finishing and reinforcement -All work upto plinth level
	 
	 
	 
	 

	1.1
	1:2:4 (1 cement : 2 corse sand : 4 graded stone aggregate 20mm nominal size )
	0.2
	Cum
	 
	 

	2
	Centring and shutterings including strutting ,propping etc. and removal of form for : 
	 
	 
	 
	 

	2.1
	Suspended floors, roofs, landing, balconies and access platform
	3
	sqm
	 
	 

	3
	Reinforcement  for RCC work including straightening , cutting, bending, placing in position and binding all complete
	 
	 
	 
	 

	3.1
	TMT Bars
	20
	kg
	 
	 

	4
	Brick work with F.B.S. bricks of class designation 75 in foundation and plinth in : 
	 
	 
	 
	 

	4.1
	Cement mortar 1:6 ( 1 cement : 6 fine sand)
	0.5
	cum
	 
	 

	5
	Extra for brick work in superstructure above plinth level upto floor V level 
	0.5
	cum
	 
	 

	6
	Providing and fixing 18mm thick mirror polished, machine cut for flooring  kitchen platforms, vanity counters facias/dodo and similar locations of required size of approved shade, colour and texture laid over 20mm thick base cement morter 1:4 ( 1 cement : 4 coarse sand) with jointstreated with white cement, mixed with matching pigment, epoxy touch ups, including rubbing, curing etc. complete at all levels
	 
	 
	 
	 

	6.1
	Granite of any colour & shade
	 
	 
	 
	 

	6.1.1
	Area of slab 0.50sqm to 1.0sqm
	114
	sqmt
	 
	 

	7
	Extra for providing edge moulding to 18mm thick marble stone counters, Vanities etc. over item No. 8.2 including machine polishing to edge to give high gloss finish etc. complete as per design approved by Engineer -in-Charge.
	 
	 
	 
	 

	7.1
	Granite work
	136
	mtr
	 
	 

	8
	Extra for fixing marble / granite stone over and above coresponding basic item, in facia and drops of width upto 150mm with expoxy resin based ( Araldite or equivalent) adhesive including cleaning etc. complete
	3
	mtr
	 
	 

	9
	Providing and laying polishing vitrified tiles in dado/skirting of different sizes (thickness to be specified by the manufacturer) in all colours and shades, laid over the existing walls with minimum 6mm thick layer of chemicaladhesive to give even finish including grouting the joints with white cement with matching pigment. Size of tile 600mm x 300mm
	86
	sqm
	 
	 

	10
	Providing and fixing 15mm thick USG-Radar Mineral Fibre False Ceiling Tiles or equivalent of size 600x600mm in true horizental level suspended on inter locking metal grid of hot dipped galvanized steel sections ( galvanized @170 gsm/sqm) consisting of main "T" runner suitably spaced at joints to get required lenght and of size 24x38mm made from 0.30mm thick (minimum) sheet spaced at 1200mm center to center and cross "T" of size 24X25mm made of 0.30mm thick (minimum) sheet, 1200mm long spaced between main "T" at 600mm center to center to form a grid of 1200X600mm and secondary cross "T" of length 600mm and size 24X25mm made of 0.30 mm thick (minimum) sheet to be interlocked at middle of the 1200X600mm panel to form grids of 600X600 mm 
	52
	sqm
	 
	 

	
	and laying 15mm thick mineral fibre false  ceiling tiles of approved texture  in the grid including, whenever , required , cutting/making , smoke detectors etc. Main "T" runners to be suspended from ceiling using GI slotted cleats fixed to ceiling with 6 mm dia and 50 mm long dash fasteners, 4mm GI adjustable rods with galvanised level clips spaced at 1200m center to center along main T, bottom exposed width of 24mm of all T-section shall be pre-painted with polyester paint, all complete at all heights as per specifications drawings and as directed by Engineer-in-Charge.
	
	
	
	

	11
	15 mm cement plaster on the rough side of single or half brick wall of mix.
	 
	 
	 
	 

	11.1
	1:6 (1cement : 6 fine sand)
	5
	sqm
	 
	 

	12
	Distempering with oil bound washable distemper of approved brand and manufacture of give an even shade.
	 
	 
	 
	 

	12.1
	New work (two or more coats) over and including priming coat with cement primer.
	100
	sqm
	 
	 

	13
	Painting with synthetic enemel a paint of approved brand and manufacture of required colour to give an even shade:
	 
	 
	 
	 

	13.1
	Two or more coats on new work over an under coat of suitable shade with ordinary paint of approved brand and manufacture.
	50
	sqm
	 
	 

	14
	Dismantling stone slab flooring laid in cement mortar including stacking of serviceable material and disposal of unserviceable material within 50 metres lead.
	150
	sqm
	 
	 

	15
	Dismantling tile work in walls and roofs laid in cement mortar including stacking material within 50 metres lead.
	 
	 
	 
	 

	15.1
	For thickness of tiles 10 mm to 25 mm
	150
	sqm
	 
	 

	16
	Providing and fixing water closet squatting pan (Indian type W.C.Pan) with 100mm sand cast Iron P or S trap, 10 litre low level white P.V.C. flushing cistern with manually controlled device (handle lever) conforming to IS : 7231, Parryware/ Hindware/ Seabird/ Orient (Coral) with all fittings and fixtures complete including cutting and making good the walls and floors wherever required:
	 
	 
	 
	 

	16.1
	White /offwhite Vitreous china Orissa pattern W.C. pan of size 580X440mm with integral type foot rests.
	2
	Nos
	 
	 

	17
	Providing and fixing white vitreous china pedestal type water closet (European type) with seat and lid, 10 litre low level flushing cistern with fitting & C.I /M.S. brackets. 40mm flush bend. Overflow arrangement with specials of standard make and mosquito proof coupling of approved municipal design complete including painting of fittings and brackets, cutting and making good the walls and floors wherever required:
	 
	 
	 
	 

	17.1
	W.C. pan with ISI marked white solid plastic seat and lid with white vitreous china flushing cistern & C.P flush bend.
	3
	Nos
	 
	 

	18
	Providing and fixing white/offwhite vitreous chine flat back half stall urinal  of approved pattern /design of size 580X380X350mm  with white PVC automatic flushing cistern, parryware/Hindware/ Seabird/ Oreint (Coral) with fittings, standard size C.P. brass flush pipe, spreaders with unions and clamps (all in C.P. brass) with waste fitting as per IS : 2556, C.I. trap with outlet grating and other couplings in C.P. brass including painting of fittings and cutting and making good the walls and floors wherever required:
	 
	 
	 
	 

	18.1
	Single Range of half stall urinals with automatic flushing system and sensor as per approval of Engineer -in -charge.
	3
	set
	 
	 

	19
	Providing and fixing white/offwhite vitreous china wash basin including making all connections but excluding the cost of fittings:
	 
	 
	 
	 

	19.1
	Ovel shaped counter wash basin
	4
	Nos
	 
	 

	20
	Providing and fixing P.V.C.waste pipe for sink or wash basin including P.V.C. waste fittings complete.
	 
	 
	 
	 

	20.1
	Flexible pipe
	 
	 
	 
	 

	20.1.1
	40mm dia
	4
	Nos
	 
	 

	21
	Providing and fixing 100mm sand cast Iron grating for gully, floor or Nahani trap.
	4
	Nos
	 
	 

	22
	Providing and fixing soil, waste and vent pipes:
	 
	 
	 
	 

	22.1
	100mm dia.
	 
	 
	 
	 

	22.1.1
	Sand cast iron S&S pipe
	10
	mtr
	 
	 

	23
	Providing and fixing bend of required degree with access door, insertion rubber washer 3mm thick, bolts and nuts complete.
	 
	 
	 
	 

	23.1
	100mm 
	 
	 
	 
	 

	23.1.1
	Sand cast iron S&S   
	2
	Nos
	 
	 

	23.2
	75mm dia
	 
	 
	 
	 

	23.2.1
	Sand cast iron S&S
	2
	Nos
	 
	 

	24
	Providing and fixing plain bend of required degree.
	 
	 
	 
	 

	24.1
	100mm
	 
	 
	 
	 

	24.1.1
	Sand cast iron S&S
	2
	Nos
	 
	 

	24.2
	75mm  
	 
	 
	 
	 

	24.2.1
	Sand cast iron S&S
	1
	Nos
	 
	 

	25
	Providing lead caulked joints to sand cast iron/centrifugally cast (spun) iron pipes and fittings of diameter:
	 
	 
	 
	 

	25.1
	100mm
	4
	Nos
	 
	 

	25.2
	75mm
	2
	Nos
	
	 

	26
	Providing and fixing trap of self cleansing design with screwed down or hinged grating with or without vent arm complete, including cost of cutting and making good the walls and floors:
	 
	 
	 
	 

	26.1
	100mm inlet and 100mm outlet
	 
	 
	 
	 

	26.1.1
	 Sand Cast Iron S&S
	2
	Nos
	 
	 

	26.2
	100mm inlet and 75mm outlet
	 
	 
	 
	 

	26.2.1
	Sand Cast Iron S&S
	1
	Nos
	 
	 

	27
	Cutting chases in brick masonry walls for following diameter sand cast iron/ centrifugally cast (spum) iron pipes and making good the same with cement concrete 1:3:6 (1 cement : 3 Coarse sand : 6 graded stone aggregate 12.5 mm nominal size) including necessary plaster and pointing in cement mortar 1:4 (1 cement : 4 coarse sand) :
	 
	 
	 
	 

	27.1
	100mm dia.
	1
	mtr
	 
	 

	27.2
	75mm dia
	1
	mtr
	 
	 

	28
	Providing and fixing CP Bottle Trap for wash basin and sink
	 
	 
	 
	 

	28.1
	Bottle trap 31 mm single piece moulded with height of 270mm, effective length of tail pipe 260mm from the centre of the waste coupling 77mm breadth with 25 mm minimum water seal, weighing not less than 260gms.
	4
	Nos
	 
	 

	28.2
	Bottle trap 38 mm single piece moulded with height of 270mm, effective length of tail pipe 265mm from the centre of the waste coupling 77mm breadth with 25 mm minimum water seal, weighing not less than 270gms.
	4
	Nos
	 
	 

	29
	Providing and fixing CP liquid soap container 109mm wide, 125mm high and 112mm distance from wall of standard shape with bracket of the same materials with snap fittings of approved quality colour and make, weighing not less than 105gms (Medium quality as approved by Engineer incharge).
	4
	Nos
	 
	 

	30
	Providing and fixing CP rail complete with brackets fixed to wooden cleats  with CP brass screw with concealed fitting arrangement of approved quality colour and make (Medium quality as approved by Engineer incharge)
	 
	 
	 
	 

	30.1
	450mm long towel rail with total length of 495mm, 78mm wide and effective height of 88mm , weighing not less than 170gms.                  
	4
	Nos
	 
	 

	31
	Providing and fixing decorative looking mirror in alround border in all shade and shapes in required size with 6mm water proof ply backing as per direction of Engineer-in-Charge.
	3
	sqm
	 
	 

	32
	Providing and fixing CP fancy pillar cocks (lever operated) with automatic operation system and sensors as per approval of Engineer -in -charge.
	 
	 
	 
	 

	32.1
	15mm nominal bore
	4
	Nos
	 
	 

	33
	Providing and fixing CP 15mm Urinal spreader size 95x69x100 mm with 1/2" BSP thread and shapes. Weighing not less than 60gms.
	3
	Nos
	 
	 

	34
	Providing and fixing C.P. urinal cock of approved quality and colour.
	 
	 
	 
	 

	34.1
	15mm nominal bore, 80mm long. 42mm high and 30mm wide with BSP female threads weighing not less than 48 gms.
	3
	Nos
	 
	 

	35
	Providing and fixing G.I. pipes complete with G.I. fittings and clamps, including cutting and making good the walls etc. (internal work):
	 
	 
	 
	 

	35.1
	15mm dia nominal bore
	60
	mtr
	 
	 

	35.2
	40mm dia. Nominal bore
	5
	mtr
	 
	 

	36
	Providing and fixing brass stop cock of approved quality:
	 
	 
	 
	 

	36.1
	15mm nominal bore
	2
	Nos
	 
	 

	37
	Providing and fixing C.P. brass long body bib cock of approved quality conforming to IS standards and weighing not less than 690 gms.
	 
	 
	 
	 

	37.1
	15mm nominal bore
	5
	Nos
	 
	 

	38
	Providing and fixing C.P. brass angle valve for basin mixer and geyser points of approved quality conforming to IS:8931  a)
	 
	 
	 
	 

	38.1
	15mm nominal bore
	5
	Nos
	 
	 

	38.1.1
	Two way angle valve closet
	5
	Nos
	 
	 

	39
	Providing and fixing uplasticised PVC connection pipe with brass unions:
	 
	 
	 
	 

	39.1
	15mm nominal bore
	7
	Nos
	 
	 

	40
	Providing and fixing aluminium work for doors, ventilators and partitions with extruded built up standard tubular sections/appropriate Z sections and other sections of approved make conforming to IS:733 and IS:1285, fixed with rawl plugs and screws or with fixing clips, or with expansion hold fasteners including necessary filling up of gaps at junctions, at top, bottom and sides with required PVC/neoprene felt etc. Aluminium sections shall be smooth, rust free, straight, mitred and jointed mechanically wherever required including cleat angle, Aluminium snap beading for glazing/panelling, C.P. brass/ stainless steel screws, all complete as per architectural drawings and the directions of Engineer-in-charge. (Glazing and panelling to be paid for separately) :
	 
	 
	 
	 

	40.1
	For fixed portion
	 
	 
	 
	 

	40.2
	Anodised aluminium (anodised transparent or dyed to required shade according to IS: 1868, Minimum anodic coating of grade AC 15)
	25
	kg
	 
	 

	41
	Providing and fixing glazing in aluminium door, window, ventilator shutters and partitions etc. with PVC/neoprene gasket etc. complete as per the architectural drawings and the directions of engineer-in-charge.(Cost of aluminium snap beading shall be paid in basic item):
	 
	 
	 
	 

	41.1
	With float glass panes of 5.50 mm thickness
	3
	sqm
	 
	 

	42
	Providing and fixing aluminium sliding door bolts ISI marked anodised (anodic coating not less than grade AC 10 as per IS : 1868) transparent or dyed to required colour or shade with nuts and screws etc. complete:
	 
	 
	 
	

	42.1
	250x16 mm
	9
	Nos
	 
	 

	43
	Providing and fixing aluminium tower bolts ISI marked anodised (anodic coating not less than grade AC 10 as per IS : 1868) transparent or dyed to required colour or shade with necessary screws etc. complete:
	 
	 
	 
	 

	43.1
	250x10 mm
	5
	Nos
	 
	 

	44
	Providing and fixing aluminium handles ISI marked anodised (anodic coating not less than grade AC 10 as per IS : 1868) transparent or dyed to required colour or shade with necessary screws etc. complete:
	 
	 
	 
	 

	44.1
	125 mm
	5
	Nos
	 
	 

	45
	Providing and fixing aluminium hanging floor door stopper ISI marked anodised (anodic coating not less than grade AC 10 as per IS : 1868) transparent or dyed to required colour and shade with necessary screws etc. complete.
	 
	 
	 
	 

	45.1
	Twin rubber stopper
	2
	Nos
	 
	 

	46
	Providing and fixing IS : 3564 marked Aluminium die cast body tubular type universal hydraulic door closer with necessary accessories and  screws etc. complete. (Door king and equalent)
	2
	Nos
	 
	 

	47
	Providing and fixing steel coat hooks (Medium quality)
	5
	Nos
	 
	 

	48
	Providing and applying plaster of paris putty of 2 mm thickness over plastered surface to prepare the surface even and smooth complete
	25
	sqm
	 
	 

	49
	Providing and fixing C.P. 2 way bib cock of approved  quality - 15mm nominal bore.
	5
	Nos
	 
	 

	50
	Providing and fixing C.P. health focet of approved make with all necessory fittings etc
	5
	Nos
	 
	 

	51
	Providing and fixing C.P. paper holder  of approved make
	5
	Nos
	 
	 

	52
	Providing and fixing urinal   partition of granite of approved colour and shade of size 4' -0" x 1'-9" with machine cut round edges and smooth finish complete.
	2
	Nos
	 
	 

	53
	Cutting and making holes in granite for fixing of wash basin
	4
	Nos
	 
	 

	54
	Providing and fixing C.P. jet in English W.C. of medium quality with all accessories as per sample approved by Engineer-in-charge
	3
	Nos
	 
	 

	55
	Providing and fixing ISI marked flush door shutter non decorative type, core of block board construction with frame of first class hard board and well matched comercial three ply veneering with verticle grain or cross bands and face veneers on both faces of shutters  
	 
	 
	 
	 

	55.1
	30mm thick including ISI marked  stainless steel butt hinges with necessory screws 
	8
	Sqm
	 
	 

	 
	Total
	 
	 
	 
	 


