




Sl No Item Description Unit Quantity Rate  Amount

1

Demolishing laterite stone masonry compound wall in cement 
mortar manually/mechanically, including stacking of 
serviceable laterite stones and disposal of unserviceable 
materials within 50 m lead, complete.

cum 12

  

2

Earth work in excavation by mechanical means (Hydraulic 
excavator)/ manual means over areas (exceeding 30 cm in 
depth, 1.5 m in width as well as 10 sqm on plan) including 
getting out and disposal of excavated earth lead upto 50 m 
and for all lift, as directed by Engineer-in-charge. All kinds of 
soil.

 cum 20

3

Laterite stone masonry in cement mortar 1:6 (1 cement : 6 
coarse sand) in retaining walls, using approved quality neatly 
dressed laterite stones of specified size, including laying in 
proper line, level and plumb, raking out joints, curing, 
scaffolding, and all labour, materials, tools and plants 
complete as per the directions of the Engineer-in-Charge.

cum 42

4
50 mm dia PVC pipe pressure rating 6kg/sq cm weep holes 
through wall complete.

Rm 30

Total Amount in words: 

                  (Annexure-I)

Name of work: Sub: Repair of Damaged Compound Wall Using Laterite Stone Masonry 
Retaining Wall and Allied Drainage Works at NIFT Kannur.

Total Amount(Rs)

GST Amount(Rs)

Grand Total(Rs)

                                                        Supplier Name:  

                                                                         Signature with office seal:

                                                          Contact Number:

1


