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+\ National Institute of Fashion Technology, Kannur
Ministry of Textiles, Govt.of India

( An 1SO 9001:2008 Certified institute ) )
femter/Date: 10/06/2026

FAT HTHAT FIUA(TAHTEFY)/NOTICE INVITING QUOTATION (NIQ)
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Sub: Repair and Maintenance of Interior Painting Works in the Ladies' Hostels and Lift

Cabins of the Academic Block at NIFT Kannur.
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NIFT Kannur invites sealed quotations from reputed contractors for the Repair and
Maintenance of Interior Painting Works in the Ladies' Hostels and Lift Cabins of the
Academic Block at NIFT Kannur, as per the scope and specifications detailed in Annexure-
I. You are requested to submit your most competitive rates in the enclosed format, on your
official letterhead, either by hand, post, or courier, so as to reach the Director, National
Institute of Fashion Technology, NIFT Campus, Mangattuparamba, Kannur — 670562, on

or before 17.06.2026 by 4:30 PM.

freusT g 2d/Terms and conditions:
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All-inclusive (Taxes, duties, transportation, loading unloading charges etc) rates to

be quoted.
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All statutory deductions such as TDS, etc., shall be recovered from the bills as per

rules
3. IO IeerIe-1 & HTAN ST TG FA ¢
You have to submit the quote as per Annexure-|
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A Premier Institute of Design, Management & Technology

Set up under an Act of Parliament -
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NIFT Campus, Dharmashala, Kanool (P.0), kannur, kerala - 670 562 www.nift ac inkannur

Phone : 0497 2784781 10 0497 2784786 Email. info.kannur@nift.ac.in



4.mﬁwmam%%3ﬁmaﬁaﬁmméﬁw
Wmmﬁammmﬁmﬁuﬁﬁéaml

Contractors are advised to visit the onsite to check the requirement of the work and
clarification if any before quoting their rates.
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For further clarification, may please call Adarsh A (9061801675)
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The work will be completed within 18 days of issue of work Order.
7. 97 F1E 3R SRS doheaor § F seor wewe w5y
Attach the proof of PAN card and GST registration No.
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The payment will be made against satisfactory completion by building department
and actual measurement basis within 10 working days.
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Copy for display on the notice board as per the list:
1. Muncipal Office Anthoor
2. Village Office, Morazha

3. NIFT campus Kannur - Notice Board



(Annexure-l)

Name of work: Repair and Maintenance of Interior Painting Works in the Ladies' Hostels
and Lift Cabins of the Academic Block at NIFT Kannur.

SI No

Item Description

Unit

Quantity

Rate

Amount

1

Interior wall painting and waterproofing works

1.1

Removing white or colour wash by scrapping and sand
papering and preparing the surface smooth including
necessary repairs to scratches etc.complete

sgm

1700

1.2

Applying priming coats with primer of approved brand and
manufacture, having low VOC (Volatile Organic Compound )
content.

With water thinnable cement primer on wall surface having
VOC content less than 50 grams/litre.

sgm

1700

1.3

Wall painting with acrylic emulsion paint, having VOC
(Volatile OrganicCompound ) content less than 50 grams/
litre, of approved brand andmanufacture, including applying
additional coats wherever required, toachieve even shade
and colour. One coat

sgm

1700

1.4

Providing & Applying polymer modified, flexible cementatious
negative side waterproofing coating with elastic waterproofing
polymers on interior wall plaster surface in three coats
@14.35 kg /10 sgm. one coat of self priming of cementatious
waterproofing polymer(dilution with water in the ratio of 1:1)
and two coats of cementatious waterproofing polymer
(dilution with water in the ratio of 3:1 ) after scrapping and
properly cleaning the surface to remove pre-existing paint
film & loose particles till plaster is visible, complete in all
respect as per the direction of Engineer-in-Charge.

sgm

50

Lift cabin Painting

2.1

Removing old paint from lift cabin surfaces by scraping, sand
papering, and preparing the surface smooth, including minor
repairs to scratches and surface defects, complete.

sgm

65

22

Applying priming coat: With ready mixed red oxide zinc
chromate primer of approved brand and manufacture on steel
galvanised iron/ steel works.

sgm

65

23

Painting with synthetic enamel paint of approved brand and
manufacture of required colour to give an even shade : One
or more coats.

sgm

130

Total Amount(Rs)

GST Amount(Rs)

Grand Total(Rs)

Total Amount in words:

Supplier Name:

Signature with office seal:

Contact Number:




