




Sl 
No

Item Description
Unit Quantity Rate  Amount

1

Providing and fixing PVC false ceiling at all heights 
using approved quality rigid interlocking PVC ceiling 
panels of approved shade and finish, fixed over 
aluminium framework comprising perimeter channels, 
intermediate members, hangers and cleats of 
approved size and section, complete including 
covering of beams, drops and fascia portions, 
providing and fixing perimeter trims, screws, clips and 
other necessary accessories, making openings/cut-
outs for light fittings, ceiling fans, diffusers and similar 
fixtures, properly fixed in line and level, complete as 
per manufacturer’s specifications and direction of 
Engineer-in-Charge.

Sqm 200.00

2

Supply, installation, testing and commissioning of 
recessed LED panel/downlight 18W/20W suitable for 
PVC false ceiling complete with electronic driver, 
spring mounting arrangement and all accessories. 
Fixture shall have minimum 1800 lumens, 4000K 
Neutral White, CRI >80, PF >0.95, surge protection 
2.5kV, flicker-free driver, die-cast aluminium body and 
opal diffuser. Make: 
Havells/Crompton/Bajaj/Philips/Wipro.

Nos 45.00

3

Supply, installation, testing and commissioning of 
recessed LED ceiling down light of 3W suitable for 
PVC false ceiling mounting complete with electronic 
constant current driver, spring-loaded fixing clips, high-
efficiency LED, minimum 250 lumens output, CRI >80, 
PF >0.90, surge protection minimum 1.5kV, complete 
with mounting accessories, fixing arrangement,  and 
wiring connections as required.
Make: Havells/Crompton/Bajaj/Philips/Wipro.

Nos 12.00

4

Supply, installation, testing and commissioning of 12W 
cylindrical surface-mounted adjustable LED COB 
spotlight (as approved sample) suitable for PVC false 
ceiling mounting, complete with pressure die-cast 
aluminium housing, powder-coated finish, deep 
recessed anti-glare reflector, 360° rotation and 
minimum ±30° tilt adjustment arrangement, high-
efficiency COB LED, beam angle 24°, 3000K Warm 
White, CRI >90, lumen efficacy minimum 90 lm/W, 
flicker-free isolated constant current driver, power 
factor >0.90, THD <10%, surge protection minimum 
2kV, operating voltage 220–240V AC, complete with 
mounting accessories, fixing arrangement, driver, and 
wiring connections as required.
Make: Havells/Crompton/Bajaj/Philips/Wipro.

Nos 12.00

(Annexure-I)

Name of work: Provision of PVC False Ceiling including Electrical works in Room 
 No. G9 and Cafeteria Building at NIFT Campus, Kannur.



Note for item No 2 to 4: The item shall be supplied 
and installed only after approval of the sample by 
the Building Department / Engineer-in-Charge 
prior to the commencement of  work.

5

Supply and laying of 1.5 sq.mm FRLS PVC insulated 
copper conductor cable of approved make, in existing 
and/or new concealed PVC conduit, including proper 
colour coding for Phase, Neutral, and Earth (Red for 
Phase, Black for Neutral, Green for Earth), complete 
with proper termination, jointing, ferruling, testing, and 
commissioning as required.
Note: For measurement purposes, 1 Running 
Meter (1 RM) shall mean supply and laying of two 
single-core cables of 1 meter length each (Red 
and Black) together, for Phase and Neutral,  
respectively. All two cables of 1 meter length shall 
be considered collectively as 1 RM of wiring work.

Rm 90.00

6
Supply and fixing of Concealed PVC box (sunken 
type) 12 module suitable for modular switch and 
socket. Make Legrand

No 1.00

7

Supply and fixing  of PVC cover plate with frame for 
12 module surface box. Make: Legrand (Mylinc), 
Model No 675572

No 1.00

8 Supply and fixing of  PVC conduit of 20mm dia RM 40.00

9
Supply of Modular switch 6 Amp Make: Legrand 
(Mylinc) Model No-675501 Nos 12.00

                                                      Supplier Name:  

  Contact Number:

Signature with office seal:

Total Amount(Rs)

GST Amount(Rs)

Grand Total(Rs)

Total Amount in words: 


